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Amerex Wet Chemical Extinguisher 6 liter AF (stored pressure)

Applications for the marine, inland shipping and offshore market
- kitchens
- accommodation rooms

The recent trend to more efficient cooking appliances and use of 
unsaturated cooking oils dictates the use of a hand portable fire 
extinguisher with greater fire fighting capacity and cooling effect to combat 
these very hot and difficult fires.

Features
- all metal valve construction
- swivel connection on hose allows nozzle to be oriented for proper use
- nozzle grip design with 45° angle for easy “overhead” application
- low PH agent discharged as fine mist helps prevent grease splash and re-

flash while cooling the appliance
- precise extinguishing agent application - no dry chemical to clean up
- excellent for use on all cooking appliances including solid fuel charbroilers
- tested on commercial deep fat fryers to ANSI / UL 711 test protocol and 

safe to use on Class C fires
- class 2A rated to meet fire code occupancy hazard requirements
- bar Coded and Bi-lingual Labels

TECHNICAL SPECIFICATIONS

Wet chemical extinguishers are the best restaurant kitchen appliance 
hand portable fire extinguishers you can purchase. This extinguisher has 
been tested and approved for the new Class K listing by UL specifically 
for restaurant kitchen hazards.

Manufacturer / Model Amerex / B260

Extinguisher Wet Chemical

Type Stored pressure

Capacity 6 liter

Fire class / Rating 13A / 75F

Propellant gas Nitrogen

Discharge time 53 seconds

Throw length 3 - 4 meters

Working pressure 6.9 bar

Suitable for electrical 
equipment

Up to 35 KV

Extinguishing agent Potassium acetate solution

Temperature range 0°C to +60°C

Approx gross weight 9.6 kgs

Approx dispatch weight 10.6 kgs

Approx unit dimension 483 x 229 x 178 mm  (l x w x h)

Color Red

Approvals CE, BS-EN3


